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MOUNTING OPTIONS

SY
Short Yoke Mounting

Short Yoke mounting
adjustable pivot limits

0°

45°

109°

33°

PM4-1, PM4.5-1, PM5-1
Round Pole Mounting accessory

single fixture

PM4-2, PM4.5-2, PM5-2
 Round Pole Mounting accessory

twin fixtures

Standard and Short Yoke mounting
holes Pattern
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[254mm]

[121mm]
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[286mm]
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[54mm][168mm]

[124mm]

[505mm]

When PM4-2, PM4.5-2 or PM5-2 are specified,
one bracket assembly is supplied per 2 fixtures unless

otherwise specified.

PM
Round Pole Mounting Accessory

*Consult factory for square pole section
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TYPICAL WIRING DIAGRAMS

Dimming Version (0-10V)

Non-Dimming Version

JBOX

120-277V
#16-5 Power
& data cable

(by others)

Maximum run length by 15A circuit @ 120V:
16 LBL (16AWG cable),
10’ on center spacing.
200’ max cable length.

Ground green

Neutral white

Line black

Data- orange
Data+ red
Block terminal

Wire-nuts

Junction box
(by others)

From
dimmer

120-277V To
fixture

To next
fixture

120-277V

JBOX

#16-3 Power
cable

(by others)

Junction box
(by others)

To fixture

To next
fixture

From
previous

fixture

Ground green
Neutral white

Line black

Wire-nuts

Dimmer






